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CPU  1.86 GHz Intel Dual Core Processor - Fanless design  
Memory  4 GB DDR3 @ 1066 MHz Memory 
Storage  64 GB Solid State Drive 
Network  10/100/1000 auto sensing Megabit Ethernet (RJ45) 

  (optional Intel Internal Wifi - 802.11 a/b/g/n) 
Graphics  Resolution................  

Graphics................... 
Up to 1920 x 1200, 32-bit color  
Integrated 3-D Graphics Engine 

Power Voltage..................... 
Consumption............ 

12V, 3A DC  
Average:  below 15W 

Audio  Intel High Definition Audio codec 
Headphone / external Speaker out, Microphone in, Stereo in 

Connectors LAN.......................... 
USB.......................... 
Video........................ 
Microphone In.......... 
Stereo In.................. 
Headphone.............. 
Parallel..................... 
Serial........................ 
DVI-D....................... 
Power....................... 

RJ45 (x1) 
USB 2.0 (4) 
VGA (x1); DVI-D (optional) 
3.5mm mini (x1) 
3.5mm mini (x1) 
3.5mm mini (x1) 
DB-25 (x1) 
RS-232C (x1; 2nd optional) 
DVI-D Dual Link 25-pin (x1) 
DC 12v in (requires 2.5 mm plug to 2.1 mm input jack converter) 

Software Operating Systems.. 
Protocols.................. 
 
Network Standards.. 
 
Management............ 

MS Windows Embedded Standard 7 
Citrix HDX & Xen Desktop / Applications server, VMWare’s VMView PCoIP, 
RDP 
Local browser, Gigabit Ethernet, DCHP, Wake on LAN, Media Player, SSL, 
PPPoE 
Thinlabs Device Manager 

Options  - Conformal Coating 
- Keyboard / Mouse 

Package 
Contents 

 Thinlabs Device Manager Management Box, 12v Power Supply / Cord, 2.5 mm 
Plug to 2.1 mm Input Jack Converter 

Operating 
Conditions 

Temperature............ 
 
Humidity................... 

Operating:  41ºF to   95ºF 
Storage:    -10ºF to 140ºF 
10-90% (non-condensing) 

Dimensions 
(h / w / d) 

Physical.................... 
Packaging................ 

190 mm x   60 mm x 200 mm 
330 mm x 106 mm x 295 mm 

Weight 
(kg / lbs. - no 
accessories) 

 1.5 / 3.3 

Warranty Standard.................. 
Extended.................. 

1 Year Warranty on Parts and Labor against Manufacturing Defects 
3 Year Warranty available 

Regulatory  CE / FCC B / EN60950 / RoHS 
Recycle / 
Disposal 

 Dispose of in accordance with local, state and federal laws. 

 


